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Karli icecek (Slush) Dispenseri
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Sunus samixir

icecek ekipmanlar: beverage equipment

Sayin musterimiz,

Oncelikle Giriinimiizii tercih ettiginiz icin tesekkiir ederiz.

ONEMLI

Sirketimiz bu kilavuzda belirtilen cihaz glvenligiyle ilgili 5nlemlerin alinmamasi durumunda

meydana gelebilecek hasar ya da arizalardan mesul degildir. Litfen kilavuzdaki talimatlari
dikkatlice okuyunuz.

Cihazin kurulacagi binalarda, tesislerde ve benzeri yerlerde, yerel diizenlemelere uygun bir
elektrik tesisati yapilmali, insan hayatinin ve Grtinlerin glivenligini saglamak igin gerekli tim
onlemler alinmalidir.

1. GiRiS

1. Kilavuzu okumadan cihazi kurmayiniz ve herhangi bir miidahalede bulunmayiniz.

2. Makinenin saglkl bir isleyiste calismasi icin kurulumun yapilmasi gereken odanin sicak-
g1 +5..432 °C arasinda olmalidir.

3. Cihazi yalnizca belirtilen icecekleri sogutmak icin kullaniniz.

ONEMLI

Makinede hazirlanacak tirliniin seker orani %12 ile %17 arasinda olmalidir. Kar modunda
yalnizca Slush hazirlayabilirken serbet modunda ayran, serbet ve diger soguk icecekleri
hazirlayabilirsiniz.

4. Cihazinisletmesinden sorumlu personel, cihazin devreye alinmasi, bakimi, montaj ve de-
montaji ve gerektiginde servisi ile ilgili gerekli egitimi almis olmalidir.




Cihaz Kullanimi

2. GUVENLIK TALIMATLARI
Elektrik

1. Cihaz yonetmeliklere uygun bir sekilde topraklama sebekesine baglanmali ve uzatma
kablosu kullanilmamahdir.

2. Cihaz etiketinden cihazin baglanmasi gereken sebeke voltaj ve frekansina bakin. Cihaz
belirtilen deder disinda bir sebeke gerilimine baglamayiniz.

3. Eger gli¢ kablosu hasar gortrse Ureticinin belirttigi servis ya da yetkili bir personel tara-
findan degistirilmelidir.

4. Cihaza herhangi bir miidahale etmeden 6nce elektrik baglantisini kesiniz.

Kullanim ile ilgili

1. Bu kilavuzu okumadan cihaza herhangi bir miidahalede bulunmayiniz.
2. Cihazin bitun kapaklari kapal olmadan cihazi calistirmayiniz.
3. Paneller arasina, musluk agzina parmaginizi ya da herhangi bir nesne sokmayiniz.

4. Cihazinizdis ortam kullanimlari i¢in uygun olmayabilir. Cihazi direkt gtines 1sigina maruz
kalacak konumda tutmayiniz.

5. Cihaz diz gonyeli bir diizlem Uzerine dik bir sekilde konulmalidir.

6. Eger cihaz calistirlmadan 6nce uzun bir miiddet kullanilmadiysa 6ncelikle cihazi temiz-
leyiniz, hazneyi ve hazne icindeki parcalar sterilize ediniz.

7. Cihazin alt bélimunde elektrikli calisan hicbir parca su i le temizlenmemelidir.
8. Cihaz cocuklarin kullanimindan uzak tutulmalidir.

9. Cihazin temizligi ya da bakimi sirasinda gidaya uyumlu eldiven kullaniniz.
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10.

KURULUM TALIMATLARI

Cihazi kutusundan gikariniz ve kutuyu daha sonraki kullanim igin saklayiniz.

Cihazda ya da herhangi bir yedek parcasinda hasar olup olmadigini kontrol ediniz. Eger
herhangi bir hasar mevcut ise gondericiyle iletisime geginiz.

Cihazin egik ya da yatay konumda tasinma ihtimaline karsilik, cihazi agtiktan sonra kuru-
lumdan 6nce en az bir saat boyunca dik bekletiniz ve fisini takmayiniz.

Cihazi agirligini tasiyacabilecek diiz bir ylizeye yerlestiriniz.

Cihazi kuru ve diiz bir ylizeye yerlestirirken, saghkli bir hava sirkiilasyonu icin cihazin her
tarafindan 15 cm bosluk kalmasina dikkat ediniz.

Cihazin etrafinda cihazin sogutma kapasitesini etkileyebilecek herhangi isi Greten bir
nesnenin bulunmamasi gerekir.

Cihazin yiksekligini altinda bulunan ayarli ayaklari sayesinde ayarlayabilirsiniz.

Cihaz 6nceden sterilize edilmis bir sekilde teslim edilmez. Sterilize etmeden dnce mutla-
ka ilgili 5 inci bélime bakiniz.

Cihaz ilk kullanimdan 6nce talimatlara uygun bir sekilde demonte edilip, temizlenmeli
ve sterilize edilmelidir. Litfen ilgili bélimleri dikkatlice okuyunuz.

Cihazi elektrige baglayiniz ve elektrik kablosunu erisilebilir bir konumda tutunuz.

CiHAZIN HAZIRLANMASI VE UYGULANMASI

Cihazin Hazirlanmasi

Uriin cihaza doldurulurken cihazin calismiyor olmasi gerekmektedir.

Konsantre icecek hazirlanirken, Ureticinin talimatlari geregi konsantre ve su karisimini bir
kapta hazirlayin. Her hazne icin karisim en az 13 Brix seker icermelidir. Bu miktarin daha
altinda degerler yeterli karisim kivamini saglamayabilir.

Karisimi cihaza doldurun ve hazne lzerinde belirtilen limiti asmamaya 6zen gdsterin.

Hazne icinde yaralanmalara sebep olabilecek donen parcalar mevcuttur. Hazne icinde
herhangi bir islem yapmadan 6nce mutlaka cihazi kapatin ve elektrikten cekin.
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5. TEMIZLIK, STERILIZE ETME VE BAKIM

Temizlik

ONEMLI

Komponentleri kesinlikle bulasik makinesinde yikamayiniz. Ayni zamanda, temizleme prosesin-
den sonra komponentleri firin ya da mikro dalga gibi cihazlarda kurutmayiniz.

1. Herhangi bir temizlik ya da bakim islemine baslamadan 6nce makineyi mutlaka “0" ko-
numuna getiriniz. Ayni zamanda makineyi fisten cekiniz.

2. Temizleme prosesi icin en az 5 litre su hazirlayiniz. Hazneler lizerinde kir kalmayana ka-
dar temizlik islemini uygulayiniz.

3. Slush makinesinin belli periyotlarla temizlenmesi gerekmektedir. Bu makinenizin d6mri-
ni arttiracagr gibi sundugunuz slush Griininlin kalitesini de arttiracaktir. Eger makine
diizgiin bir sekilde temizlenmezse hazne icinde bakteri olusumu baslayacaktir. Bu da
icecegin kalitesini bozacaktir.

Sterilize Etme

ONEMLI

Sterilizasyon prosesi cihazin ilk kullanimindan énce ya da uzun siire kullanilmadiktan sonraki ilk
calistirmadan 6nce uygulanmalidir.

1. Ellerinizi antibakteriyel sabunla yikayiniz.

2. Parcalar lzerinde herhangi bir leke ya da kirletici madde bulunmadigindan emin olana
kadar parcalari temizleyin.

3. Onerilen, iki glinde bir ya da cihaz her dolum yapilmadan énce sterilize edilmesidir.
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6. PARCALARIN SOKULMESI

ONEMLI

Makineyi fisten cektiginize ve haznedeki butiin icecedi bosalttiginiza emin olun.

Muslugun Cikarilmasi

1. Musluk sistemi bakteri olusmasini 6nle-
mek ve ayni zamanda icecek artiklarinin
birikmesini dnlemek amaciyla diizenli ola-
rak temizlenmelidir.

2. Resimde gosterildigi gibi, muslugun her
iki tarafindan bastirip yukari dogru ceki-
niz. Musluk bulundugu yerden ¢ikacaktir.
“Sekil -1

Haznenin Cikarilmasi

1. Hazne kapagini ¢ikarin.
2. Hazneyi musluk kismindan tutun ve yukari
dogru kaldirin “Sekil - 2" .

h
3. Haznenin 6n kismini yuvadan ¢ikardiktan _
sonra hazneyi kendinize dogru ¢ekiniz. ‘ ' ey
“ Sekil -3 W= —

4. Hazneyi her ¢ikardiginizda conta lzerindeki ve haznenin contaya gegen agiz bolimund
uygun bir yaglayiciyla (Vaseline, Lubri-Film, Food Grade Grease) yaglayin.
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Kanistiricinin Cikarilmasi

5. Helezon ucundaki somunu saat yoninin
tersine cevirerek aciniz. “ Sekil - 4

6. Beyaz helezon karistiricyr kendinize
dogru cekin “ Sekil -5“ .

7. Contayi sekildeki gibi ¢ikariniz. “ Sekil - 6 “
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Damlalik temizligi

1. Damlalk duzenli bir sekilde temizlenmeli-
dir.

2. Kirmizi samandira yukar ¢iktiginda damlalili-
gin temizlenmesi gerektigini isaret etmektedir.
“Sekil -7"

3. Damlahgi sicak suyla yikayin ve yerine yerles-
tirmeden 6nce iyice kurulayin.

Periyodik Kondenser Temizligi
ONEMLI

Makinenin sogutma performansi-
nin saglikli bir sekilde devam etme-
si icin cihazin kondenseri diizenli
bir sekilde temizlenmelidir.

1. Cihaz fisten ¢ikarin ve konden-
ser temizliginden 6nce c¢alisan
hicbir parcanin olmadigindan
emin olun.

Figure -7

2. Yan kondenser kapadinin vida-
larini sokin ve kapadr ¢ikarin.
Kondenser kapagi Slush MONO
modellerinde makinenin arka
tarafinda “Sekil - 8” bulunur-
ken Slush TWIN ve Slush TRIPLE
modellerinde makinenin sag
tarafinda “Sekil - 9” bulunmak-
tadr.

3. Kondenseri supiirge ile te-
mizleyin ve tozdan arindirin.

Sekil - 10

“ Sekil - 10”
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7.

Eger bir sekilde egilip blkilmis kanatlar
gorirseniz uygun bir ekipmanla bu
kanatlari diizlestirin.” Sekil - 11“.

Bu kondenser tizerindeki hava akisini
kolaylastiracaktir.

3 ayda bir bu prosesin tekrar edilmesi
oOnerilir.

PARCALARIN MONTAJI

Yikanan parcalarin iyi bir sekilde temizlendiginden emin olun.

Butlin yikanan parcalar dikkatli bir sekilde monte edilmelidir.

Sekil - 11

iyi bir sekilde yaglanmayan parcalar makinenin calisma émriinii olumsuz sekilde etkile-

mektedir.

Kanistiricinin Monte Edilmesi

Hazne contasini ve contanin hazneye
oturdugu bolimui vazelin ya da uygun di-
ger bir yaglayiciyla yaglayin. Hazne conta-
sini “Sekil - 12" de gosterildigi gibi monte
edin.

Helezon karistiricinin contasini “Sekil -13”
te gorldigi gibi monte edin.

[»

-

10
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ONEMLI

Helezon karistiricinin her montaji esnasinda
contayi vazelin ya da gidaya uyumlu yaglayiciy-
la mutlaka yaglayin.

3. Contanin “Sekil - 14" te gosterilen boll-
muni yaglayin.

4. Helezon karistiricty1 sogutma tasinin
Uzerine monte edin ve arka kisma
oturuncaya kadar yavasca ittirin.
Helezon karistiriciy1 tasa monte ettikten
sonra somunu saat yonunun tersine
dondurerek sikin. “Sekil - 15”.

Sekil - 15

Haznenin Monte Edilmesi

1. Ardindan hazneyi helezon karistirici lizeri-
ne monte edin. Hazneyi yavasca sliriip me-
tal govdeden tutarak yuvasina oturmasi
icin ittirin. “Sekil - 16”. hazneyi cikarirken
zorlanma yasamamak ive sizdirmazhgi art-
tirmak icin conta lzerindeki ve haznenin
contaya gecgen agiz bolimini uygun bir
yaglayiciyla (Vaseline, Lubri-Film, Food
Grade Grease) yaglayin.

2. Hazne dayamasinin yuvasina
oturdugundan emin olun ve dayamayi
su kanalina oturtmamaya 6zen gosteriniz.
“Sekil - 17”.

11
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Muslugun Monte Edilmesi

1. Muslugun takilmasi “Sekil - 18” de g0s-
terildigi gibidir. Musluk kolundan bastirip
dayamalari limite gelene kadar hazne ka-
nalina dogru ittirin.

ONEMLI

Muslugun her montaji sirasinda musluk pisto-
nunu ve o-ringleri vaselin ya da gidaya uyumlu
bir yaglayici ile yaglayiniz.

Hazne Kapaginin Montaji

ONEMLI

o Sekil-18

Hazne kapagini monte ederken asagida belrtilen talimatlara 6zellikle dikkat ediniz. Aksi halde ma-

kineniz soguma yapmayacaktir.

1. Allure modellerinde hazne kapagi acildiginda helezon karistirictyr durduran guiivenlik sistemi mev-
cuttur. Hazne kapadi, aydinlatma govdesi tizerinde bu sistemi kontrol eden switch’e oturmaktadir.
Montaj esnasinda hazne kapaginin switch’e tam oturdugundan emin olunuz. “Sekil 19-20”

Sekil - 19

Sekil - 20

12
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8. SLUSH YOGUNLUGUNU AYARLAMA

1. Kullanici slush yogunlugunu makinenin tizerindeki ayar vidasi sayesinde ayarlayabilir.
“Sekil 21 ve 22",

2. Egerdaha buzlu biricecek isterseniz vidanin tst tutamacini saat yoniinlin tersine gevirin ve goster-
genin (+) isaretine dogru yukari hareketlendigini gorebilirsiniz.

3. Daha yumusak bir kivam isterseniz saat yoniinde cevirin ve gosterge (-) isaretine dogru asagi ha-
reketlenecektir.

Sekil - 21

Sekil - 22

9. BUTON KONFIGURASYONU

SLUSH MONO / SLUSH MONO ALLURE

ON

OFF

(X
b
OFF

Sekil 23-1 SLUSH MONO Kontrol Paneli Sekil 23-2 SLUSH MONO Allure Kontrol Paneli

13



Buton Konfigiirasyonu

SLUSH TWIN / SLUSH TWIN ALLURE

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

i
n

Sekil 24-1 SLUSH TWIN Kontrol Paneli

I

OFF

ON

®

OFF

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

i,
n

IE

OFF

ON

®

OFF

Sekil 24-2 SLUSH TWIN Allure Kontrol Paneli

14
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SLUSH TRIPLE / SLUSH TRIPLE ALLURE

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

ON

d

OFF

®

ON

OFF

©

OFF

ON

O

OFF

ON

O

OFF

OFF

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

%ll

[

n

[T

ON

§

o
)
-
D/—i|

OFF

I e I B

Sekil 25-1 SLUSH TRIPLE Kontrol Panel Sekil 25-2 SLUSH TRIPLE Allure Kontrol Paneli

Kontrol Paneli Kullanimi

1. A-Anaanahtar
B - Karistirici anahtari
C-Mod anahtari
D - Aydinlatma anahtari

2. Anaanahtar (A) dispenserin bitiin elektrik devresinin baglandigi anahtardir. Acildiginda dispense-
re elektrik gelir, kompresor ve fan calisir. Sogutma modlariicin asagida belirtilen talimatlari yapiniz.

3. Karnstiricr anahtari (B) ve mod (C) anahtari birbirine seri bagli olup, karistirici anahtari acildiginda

karistirict ddonmeye baslar.

4.  Mod anahtari, slush ve serbet modunu belirleyen anahtardir. istediginiz modda hazneyi sogut-
mak icin; karistirict anahtari () konumuna getirin ve mod anahtarini; SLUSH modu icin (I1), SERBET
modu icin (I) konumuna getirin.

5. Kanstirnicr (B) ya da mod (C) anahtarlarindan herhangi biri kapali konuma getirilirse hazne sogut-
masi duracaktir.

6. Allure modellerinde aydinlatma anahtari (D) ile cihaz 6n panel ve hazne aydinlatmasini acip ka-
patabilirsiniz.

15



Teknik Ozellikler Ve Genel Olgiiler

SLUSH MONO
Hazne Kapasitesi 12L
Agirhk ve odlgiiler Makine Koli
Agirhk 24,7 kg 27,2 kg
Geniglik 195 mm 225 mm
Derinlik 530 mm 510 mm
Yukseklik 770 mm 805 mm
Teknik Detaylar
Defrost Modu Mechanik
Sogutucu Gaz R404A / R290
Sogutma glict 490 W
Gug 340 W
Akim 1,54 A
Besleme Voltaji 220-240V 50 Hz
Opsiyonel Voltaj 208-220V 60 Hz
Opsiyonel Voltaj 115V 60 Hz

SLUSH TWIN
Hazne Kapasitesi 12L+12L
Agirhk ve dlgiiler Makine Koli
Agirhik 41,1 kg 44 kg
Geniglik 390 mm 435 mm
Derinlik 530 mm 520 mm
Yukseklik 770 mm 805 mm
Teknik Detaylar
Defrost Modu Mekanik
Sogutucu Gaz R404A / R290
Sogutma glict 984 W
Glg 495 W
Akim 2,25A
Besleme Voltaji 220-240V 50 Hz
Opsiyonel Voltaj 208-220V 60 Hz
Opsiyonel Voltaj 115V 60 Hz

SLUSH TRIPLE
Hazne Kapasitesi 12L+12L +12L
Agirhk ve dlgiiler Makine Koli
Agirlik 58,5 kg 62 kg
Geniglik 590 mm 630 mm
Derinlik 530 mm 530 mm
Yukseklik 770 mm 805 mm
Teknik Detaylar
Defrost Modu Mekanik
Sogutucu Gaz R404A / R290
Sogutma glict 1400 W
Glig 1050 W
Akim 372A

Besleme Voltaji
Opsiyonel Voltaj
Opsiyonel Voltaj

220-240V 50 Hz
208-220V 60 Hz
115V 60 Hz

16
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SLUSH MONO Allure

Hazne Kapasitesi 12L

Agirlik ve dlguler Makine Koli
Agirlik 25,5 kg 28 kg
Geniglik 195 mm 225 mm
Derinlik 530 mm 510 mm
Yikseklik 770 mm 805 mm
Teknik Detaylar

Defrost Modu Mekanik

Sogutucu Gaz R404A / R290

Sogutma glicl 490 W

Gug 350 W

Akim 1,6 A

Besleme Voltaji
Opsiyonel Voltaj

220-240V 50 Hz
208-220V 60 Hz

Opsiyonel Voltaj 115V 60 Hz

SLUSH TWIN Allure
Hazne Kapasitesi 12L +12L
Agirlik ve olguler Makine Koli
Agirhk 43,5 kg 46,5 kg
Geniglik 390 mm 435 mm
Derinlik 530 mm 520 mm
Yikseklik 770 mm 805 mm
Teknik Detaylar
Defrost Modu Mekanik
Sogutucu Gaz R404A / R290
Sogutma glicl 984 W
Giig 510 W
Akim 2,31A

Besleme Voltaji
Opsiyonel Voltaj

220-240V 50 Hz
208-220V 60 Hz

Opsiyonel Voltaj 115V 60 Hz

SLUSH TRIPLE Allure
Hazne Kapasitesi 12L+12L+12L
Agirlik ve dlgiiler Makine Koli
Agirhk 61,3 kg 64,8 kg
Geniglik 590 mm 630 mm
Derinlik 530 mm 530 mm
Yiikseklik 770 mm 805 mm
Teknik Detaylar
Defrost Modu Mekanik
Sogutucu Gaz R404A / R290
Sogutma glicl 1400 W
Gug 990 W
Akim 3,84 A

Besleme Voltaji
Opsiyonel Voltaj
Opsiyonel Voltaj

220-240V 50 Hz
208-220V 60 Hz
115V 60 Hz

17



Elektrik Diagramlari

SLUSH MONO
5 Sekil - 26
L . .
230V 50H2 (0HZ)
52
N
> Q¢
T4 sS4
MFf M Pl sEL Mk
. P
SLUSH TWIN
-
o i .
230V S0HZ (60HZ) 8 © g2
N - | [
) s3 53
= :'I'H i 2 10002
Q | 0|
T s T s
i | 1
M) (M backse (MR Nl s (MK
SLUSH TRIPLE
o Sekil - 28
2307 50HZ (60HZ) ~ 52 52 sz TI
N-—— 9 7
= w539 s3 ! s3 {
== 1oboz 10602 10002
] |’ °]
L T4 ]sa T4 s
|l T | 1|
Mf M | o =R Mk‘l P = MkZ HLJ SELY Mk3
5 7 _ 7 I = =

B e 1] A 2504 WARETRCI I
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S1: ANA ANAHTAR

S2: KARISTIRICI ANAHTARI

S3: 3 KONTAKLI ANAHTAR

S4: DEFROST ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF

S1: ANA ANAHTAR

S2: KARISTIRICI ANAHTARI

S3: 3 KONTAKLI ANAHTAR

S4: DEFROST ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF

S1: ANA ANAHTAR

S2: KARISTIRICI ANAHTARI

53: 3 KONTAKLI ANAHTAR

S4: DEFROST ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF
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SLUSH MONO ALLURE
81 Sekil - 29
L—« I |
230V S0HZ (60HZ) sz O s6 A . -
LS |
_ s3 '
_l [ ’— L N L N
TH i 8 5 2N e Bl
T o 2av 24V — [
T4 Jss
Mf_' M) P sEL :Mk.
l . Z l : HAZNE CHN PANE|
SLUSH TWIN ALLURE
51 Sekil - 30
L 4
230V SOHZ (BOHZ) a5 T 3 o} 5 ] .
N— i [ i)
y 53 N\ $3 O\ [
- 1y 4 T 54 I 0y j ;
d ||0 32 10 ; o2 2_“_|_:
T 4 s T4 Jss
(M) (M) H.J: s (M) Daesse (MK
: S T Ll I =
N T R
SLUSH TRIPLE ALLURE
51 Sekil - 31
“""N““""’I“Z' - 52 52 0\ 52",;‘- s8N\ ————
. 53 J 83 N\ 53 ‘
- ™ : 2307 an ‘23"'\1 _'A:lll
Mf M Hu: seL Mk

S1: ANA ANAHTAR

52: KARISTIRICI ANAHTARI

5$3: KARISTIRICI GUVENLIK ANAHTARI
S4:3 KONTAKLI ANAHTAR

S5: DEFROST ANAHTARI

S6: AYDINLATMA ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF

S1: ANA ANAHTAR

S2: KARISTIRICI ANAHTARI

S3: KARISTIRICI GUVENLIK ANAHTARI
S4: 3 KONTAKLI ANAHTAR

S5: DEFROST ANAHTARI

S6: AYDINLATMA ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF

S1: ANA ANAHTAR

S2: KARISTIRICI ANAHTARI

S3: KARISTIRICI GUVENLIK ANAHTARI
S4: 3 KONTAKLI ANAHTAR

S5: DEFROST ANAHTARI

S6: AYDINLATMA ANAHTARI

T: TERMOSTAT

TH: KOMPRESOR TERMIK ROLE
M: KOMPRESOR

Mf: FAN MOTORU

Mk: KARISTIRICI MOTOR

SEL: SELENOID VALF
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Problem - C6ziim Tablosu

Litfen asagida listelenen sik goriilen onarim talebi konularini ve ilgili ¢oziimleri inceleyin. Bu talep ve ¢oziimler
garanti kapsaminda degildir. Bu konular nedeniyle satis sonrasi servis talep edilmesi durumunda verilen hizmet
licretlendirilecektir.

ARIZA NEDENI cozumMu
1. Cihaz elektrige baglanmamis olabilir. 1. Cihazin kablosunu elektrige baglaymiz.
2. Kompresor termigi atmis olabilir. 2. Bir suire bekleyin. Termik devreye girecektir.
CIHAZ 3. Cihazin bagh oldugu prizin sigortasi atmis olabilir. | 3. Sigortay kontrol edin.
CALISMIYOR 4. Termostatlar kapali olabilir. 4. Termostatlari agin
5. Anahtarlar kapali (0) konumunda olabilir. 5. Anahtarlari acik () konumuna getirin.
6. Elektrik kesintisi olabilir. 6. Elektrik saglayicinizla iletisime gegin.

1. Oring contalari kontrol edin iki adet olmali.

1. Musluk contalari yerinde olmayabilir 5 o talan kontrol edi ik i il
MUSLUK 2. Musluk oring contasi yirtik olabilir. d.eQigltri]rgi’ncon alan kontrof edin yirtik varsa yenisi fle
DEVAMLI 3. Musluk pistonu yaglanmamis olabilir. . <
AKITIYOR 4. Musluk govdesi yerine tam oturmamis olabilir. 3. Musluk pistonunu yaglayin.

4. Musluk govdesinin tirnaklarini hazneye tam oturtun

5. Musluk yayi sertligini yitirmis olabilir. 5, Musluk yaymi yenisi ile degistirin.

1. Hazne 6n tirnagr alt tabladaki kanala gectiginden

CiHAZIN CESITLI 1. Hazne diizgiin monte edilmemis olabilir. emin olun.
YERLERINDEN | 2- Hazne ve hazne contasi yaglanmamis olabilir. 2. Hazne ve hazne contasini, hazneyi her cikardiginiz-
ICECEK SIZIYOR | 3-Hazne contasi hasar gormus olabilir. dayaglayin .
3. Hazne contasini yenisi ile degistirin.

HELEZON 1. Kanistirici anahtari “0” konumunda olabilir. 1. Kanistirici anahtarini “I” konumuna getirin
KARISTIRICI 2.Sogutucu tas buz yapmis olabilir. - 2. Sogutmay! kapatin buzun ¢éziilmesini bekleyin. Se-
DONMUYOR 3. Hazne kapag iyi monte edilmemis olabilir ker ilave ediniz. Sicak su kullanmayiniz.

(allure modellerde) . 3. Hazne kapaginin yerine tam oturduguna emin olun

1.”C" Anahtari 1" konumunda olabilir.

2. Cihaz 1si lireten baska bir cihazin cok yakininda ola- 1.”C"A_nahjfar|n|”ll" konumuna getirin. .
bilir 2. Makineyi Etrafinda 1si olmayan bir yere yerlestirin.

3. Makinenin etraini hava akisi rahat olacak sekilde
diizenleyin.

4. Kapag sokup radyatori stipurge ile temizleyin.

5. Yogunluk ayarini arti yoniine dogru ayarlayin.

6. Hazne kapaginin yerine oturduguna emin olun.

7.B anahtarini”I’konumuna getirin.

8. Helezon somununu gevsetin.

CIHAZ KARLI 3. Yeterli hava akisi saglanmiyor olabilir.
ICECEK 4. Kondenser kirli olabilir.
URETMIYOR 5. Yogunluk ayari yapilmamis olabilir.
6. Hazne kapagi yerine tam oturmamis olabilir(allure
modellerde).
7.Canahtar”ll"’konumunda olmasina ragmen B anah-
tar “0"konumda ise sogutma ve karlanma yapmaz.
8. Helezon somunu ¢ok sikilmis olabilir.

KARISTIRICI
HELEZON 1. Sogutucu tas buz tutmus olabilir 1. Sogutmayi kapatin buzun ¢6zllmesini bekleyin.
DONERKEN 2. Helezon kanistirici kirllmis olabilir Seker ilave ediniz. Sicak su kullanmayiniz.
COKFAZLA SES | 3.Helezon contasi yaglanmamis olabilir 2. Helezon karistiriciyr yenisi ile degistirin
YAPIYOR 3. Helezon contasini yaglayin
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Introduction samixir

icecek ekipmanlar: beverage equipment

Dear customer,

Thank you for choosing our product.
IMPORTANT!

Our company is not responsible for any negative results and damages that may occur in case
the security measures mentioned in this manual are not implemented properly.

In the buildings, facilities and similar places where the appliance is to be connected, there
must be an electrical installation in accordance with the local regulations and all necessary
measures should be taken to ensure the safety of human life and property.

1. INTRODUCTION

1. Do notinstall, operate, repair or interfere in any way, without reading the manual comp-
letely.

2. For proper operation of the dispenser, the room temperature must be between + 5°C
and + 32°C

3. Use the device only to cool the specified types of beverages.

IMPORTANT!

The beverage you will prepare should have sugar ratio of between %12 and %17. In
snow mode you should only prepare slush though you can prepare sherbet, ayran and
other beverages in sherbet mode.

4. Staff who is responsible for daily operations must be carefully trained according to the
procedures related to cleaning, dismantling, assembly, and operations.
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Using The Device

8.

9.

SAFETY INSTRUCTIONS
Electrical

The dispenser should be connected to a ground network as specified in current regula-
tions, do not use an extension cord.

Check the supply voltage of the dispenser from the label on the panel. Do not connect
the dispenser to an electricity outlet other than with the specified supply voltage.

If the power cable is damaged, it must be replaced by a manufacturer’s authorized servi-
ce or by a similarly qualified person.

Disconnect the appliance from the mains before any intervention.

Operational

Do not run the dispenser without reading this manual.

Do not run the dispenser unless all panels are mounted and fixed.
Do not put objects or finger in panels, louvers and faucet outlet.

The dispenser is not suitable for outdoor use. Make sure the dispenser is not placed and
does not operate under direct sunlight.

The dispenser should be installed in an upright position.

If you did not use the dispenser for a long time before running, first unplug the dispen-
ser, clean and sanitize the bowl and bottom compartment.

At bottom compartment, electrically operated internal parts should never be washed
with water.

The dispenser should not be operated by children or used as a toy.

Do not use the device other than for its intended use.

10. During the preparation and cleaning process, use gloves suitable for handling food.
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3. INSTALLATION PROCEDURES

1. Remove the device from the transport box and save the box for later use.

2. Checkfor the damage occurred during transportation. If any damage exists on the body
or any spare part please contact the forwarder.

3. In case your dispenser has not been kept straight during shipping, keep it upright and
unplugged for at least one hour before starting the installation procedures.

4. Connect the dispenser to the mains so that the cable is easily accessible.

5. Place the dispenser onto a surface that can hold the total weight of the dispenser and
the beverage.

6. Place the dispenser on a dry and flat surface. Make sure there is enough space of mini-
mum 15 cm on each side for proper air circulation.

7. There should not be any heat generating source near the dispenser as it might affect the
cooling performance.

8. You can adjust the height with the adjustable feet under the dispenser.

9. The dispenser is not delivered pre-sterilized. Please read section 5 before starting the
machine to apply the sanitization process.

10. The dispenser has to be disassembled, cleaned and sterilized according to details speci-
fied in paragraph 6 before the initial use.

4. PRODUCT PREPARATION AND APPLICATION
Preparing your Product

1. Product may be poured into the bowl only when the machine is off and unplugged.

2. Dilute and mix the concentrate with water in a suitable container, following the con-
centrate manufacturer’s directions. The mixture obtained must have a minimum sugar
content of 13 Brix — a lower concentration may result in malfunction as well as damage.

3. Pour the product into the bowl, taking care, not to overfill the max level indicated.

4. There are some moving parts inside the bowl, which may cause injuries; turn off and
unplug the machine before carrying out any operation inside the bowl.
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Using The Device

5. CLEANING, SANITIZATION, AND MAINTENANCE

Cleaning

IMPORTANT!

Components should not be washed in the dishwasher. Also, do not dry any component in an oven
or any microwave machine after the cleaning process.

1. The machine must be brought to position “0” before any cleaning or maintenance ope-
ration begins. Make sure that the machine is unplugged.

2. Prepare at least 5 liters of water and cleaning solution. Apply the bowls until be sure that
there is no dirt on the surface of the bowls.

3. Granita machine should be cleaned regularly. This will prolong the life of your machine
and increase the quality of your granite.

Sanitizing
IMPORTANT!

The sanitizing process should be applied to the machine before you first start up the machine. It is
recommended to apply daily.

1. Wash your hand with an antibacterial soap.

2. Wash all the parts properly until make sure that there is not any contaminant on the
parts.

3. ltis recommended that each bowl should be cleaned each time it is being re-filled or
once per two days. All parts are designed especially for easy cleaning.
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1. DISASSEMBLING THE PARTS
IMPORTANT!

Make sure the turn off the machine and empty the bowl through the tap.

Removing the tap

1. The tap should be cleaned regularly to
prevent bacteria formation and to get rid
of waste food accumulation.

1. Asshownin “Figure 1”, press the tap from
both sides and pull it upwards, the tap will
come out of its place.

.. Figure - 1

Removing the bowl!

1. Remove the bowl cover.

2. Hold the tank and lift the front side up.
See “Figure 2”.

3. After pulling out the front of the wall, pull
the bowl towards you. See “Figure 3”.

Figure - 3

4. If you have any difficulty when removing the bowl, renew the gasket lubrication
with a proper lubricant (Vaseline, Lubri-Film, Food Grade Grease)
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Using The Device

Removing the helix mixer

5. Turn the nut anti clockwise. Figure 4.

Figure - 4

6. Pull out the white helix mixer towards
yourself. “Figure - 5”.

7. Remove the tank gasket. Figure 6.
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Drip Tray Cleaning

1. Thedrip tray should be cleaned properly.

2. When the red warning pin is all the way up, the
tray needs to be emptied.

3.  Wash thedrip tray in warm water and dry befo-
re installing back in place.

——

Figure -7

Periodic Condenser Cleaning

IMPORTANT!

The condenser needs to be cleaned peri-
odically in order for the machine to ma-
intain efficient cooling performance.

1. Unplug the machine and make sure
that there is no working component
before starting to clean the conden-
ser.

Figure -9

2. Loosen the screws of the side cover
with a screwdriver.

3. Unscrew the condenser cover and
take the cover off. Condenser co-
ver is placed back side at the Slush
MONO model “Figure - 9” and right
side at Slush TWIN and Slush Triple
models “Figure - 10”.

Figure - 10
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Using The Device

4. Clean the condenser with a vacuum
cleaner. “Figure - 10",

5. If you see some wretched fins fix the alu-
minum fins with a brush. It allows the airf-
low to pass easily and increase the con-
denser capacity. “Figure 11”.

6. It is recommended to apply this process Figure- 11
once per 3 months.

7. RE-ASSEMBLING THE PARTS

1. Make sure that all the washed pieces are thoroughly cleaned.
2. All washed parts must be carefully assembled.

3.  Non-lubricated parts reduce the lifetime and operating performance of the machine.

Assembling the Helix Mixer

1. Lubricate the bowl gasket and the place
where the gasket sits on the cooling cylin-
der. Then place the bowl gasket on to the
cooling cylinder as shown in
“Figure - 12".

2. Attach the gasket to the white helix mixer
as shown in “Figure - 13”.
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IMPORTANT!

Make sure to lubricate the helix mixer gasket
every time you assemble the mixer.

3. Apply the Vaseline on the gasket.
“Figure - 14"

4, Replace the white helix mixer on the
cylinder plate and push forward until it
sits firmly to the back end of the plate.
“Figure - 15”.

Assembling the Bowl

1. Replace the bowl on the cylinder plate and
helix by lifting it up and pushing forward.
It would be easier to hold the dispenser’s
metal body as you assemble the bowl.
“Figure-16”. If you have any difficulty
when removing the bowl, renew the gas-
ket lubrication with a proper lubricant
(Vaseline, Lubri-Film, Food Grade Grea-
se)

2. Pay attention not to hold the bowl
shoulder into the groove on the top table.
This would cause a loose fit and leakage.
“Figure - 17".

Figure - 14

Figure - 15

Figure - 17
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Using The Device

Assembling the Tap

Press the plunger of the tap into the tap
channel in the bowl as shown in

“Figure - 18” and press it down until it fits
the shoulder.

IMPORTANT!

Make sure to lubricate tap piston and o-rings
with Vaseline or food grade lubricant every
time you assemble the tap.

Assemblig the Bowl Cover

IMPORTANT!

= Figure - 18

Follow the instructions below carefully when you mount the bowl cover. Otherwise the dispenser

won't cool the bowl.

In allure models, there is safety system that stops the mixer function when the user
opens the bowl cover. Bowl cover sits on the switch which controls this safety operation.
When you place the bowl cover, pay attention to sit the cover properly on to the bowl.

“Figure 19-20".

Figure - 20
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SETTING THE DENSITY OF THE BEVERAGE

1. User can adjust the beverage’s softness or density by turning the screw as shown in

“Figure 21-22".

2. Ifyou choose to drink icier beverage, turn the screw counterclockwise and you will see the indica-

tor goes downward to plus (+) side.

3. If you choose to drink a softer beverage, turn the screw clockwise and you will see the indicator

goes upward to minus (-) side.

Figure - 21

Electrical Diagrams
9. BUTTON CONFIGURATIONS

SLUSH MONO / SLUSH MONO ALLURE

ON

g

OFF

Figure 23-1 SLUSH MONO Control Panel

Figure - 22

Figure 23-2 SLUSH MONO Allure Control Panel
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Button Configurations

SLUSH TWIN / SLUSH TWIN ALLURE

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

i,
n

ON

4

OFF
ON

%
OFF

ON

®

OFF

Figure 24-1 SLUSH TWIN Control Panel

SERBET MODU
SHERBET MODE

KARLAMA MODU
SNOW MODE

KARISTIRICI
MIXER

i
n

ON

d

OFF

o)

OFF

ON

®

OFF

Figure 24-2 SLUSH TWIN Allure Control Panel
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SLUSH TRIPLE / SLUSH TRIPLE ALLURE

SERBET MODU ON
SHERBET MODE SERBET MODU ON ON
4 SHERBET MODE o I @I
KARLAMA MODU =
SNOW MODE KARLAMA MODU 4 o ‘\ )
KARISTIRICI SNOWMODE A
MIXER OFF KARISTIRICI OFF

%ll /OFCS:) %||' i l

|- OFF T OFF

LS e B B

OFF
I T OFF . . i%: 1 OFF
[)

;;%% e !!% E‘S
s | e o

Figure 25-1 SLUSH TRIPLE Control Panel Figure 25-2 SLUSH TRIPLE Allure Control Panel

Use of Control Panel

3
%‘n
> m

1. A-Main Switch
B - Mixer Switch
C - Mode Switch
D - Illuminating Switch

2. Main switch (A) is the switch that all the electrical components connected to. When it is open,
electricity comes to dispenser, compressor and fan starts to run. For cooling modes, follow the
instructions below.

3. Mixer switch (B) and mod switch (C) are connected series and when mixer switch is on mixer starts
to run.

4.  Mod switch controls slush and sherbet mode. To cool the bowl in desired mode turn the mode
switch to position; (II) for slush mode, (1) for sherbet mode.

5. If either mixer (B) or mod (C) switch is off, then cooling won't be active.

6. In Allure models, user can activate the front panel and bowl lightning with illuminating switch(D).
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Technicial Specifications

Supply voltage
Optional voltage
Optional voltage

220-240V 50 Hz
208-220V 60 Hz
115V 60 Hz

SLUSH MONO

Bowl capacity 12L
Weight & Dimensions Machine Package
Weight 24,7 kg 27,2 kg
Width 195 mm 225 mm
Depth 530 mm 510 mm
Height 770 mm 805 mm
Technical Specification
Defrost Mode Mechanik
Cooling gas R404A / R290
Cooling power 490 W
Power 340 W
Current 1,54 A
Supply voltage 220-240V 50 Hz
Optional voltage 208-220V 60 Hz
Optional voltage 115V 60 Hz

SLUSH TWIN
Bowl capacity 12L + 121
Weight & Dimensions Machine Package
Weight 41,1 kg 44 kg
Width 390 mm 435 mm
Depth 530 mm 520 mm
Height 770 mm 805 mm
Technical Specification
Defrost Mode Mechanic
Cooling gas R404A / R290
Cooling power 984 W
Power 495 W
Current 2,25A
Supply voltage 220-240V 50 Hz
Optional voltage 208-220V 60 Hz
Optional voltage 115V 60 Hz

SLUSH TRIPLE
Bowl capacity 120 +12L +12L
Weight & Dimensions Machine Package
Weight 58,5 kg 62 kg
Width 590 mm 630 mm
Depth 530 mm 530 mm
Height 770 mm 805 mm
Technical Specification
Defrost Mode Mechanic
Cooling gas R404A / R290
Cooling power 1400 W
Power 1050 W
Current 3,72A
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SLUSH MONO Allure

Bowl capacity

Weight
Width
Depth
Height

Defrost Mode
Cooling gas
Cooling power
Power

Current

Supply voltage
Optional voltage
Optional voltage

12L

Weight & Dimensions Machine

25,5 kg

195 mm
530 mm
770 mm

Technical Specification

Mechanic
R404A / R290
490 W

350 W

1,6 A

220-240V 50 Hz
208-220V 60 Hz
115V 60 Hz

Package
28 kg

225 mm
510 mm
805 mm

SLUSH TWIN Allure

Bowl capacity

Weight
Width
Depth
Height

Defrost Mode
Cooling gas
Cooling power
Power

Current

Supply voltage
Optional voltage
Optional voltage

12L+12L

Weight & Dimensions Machine

43,5 kg

390 mm
530 mm
770 mm

Technical Specification

Mechanic
R404A / R290
984 W

510 W

2,31A

220-240 V 50 Hz
208-220V 60 Hz
115V 60 Hz

Package
46,5 kg

435 mm
520 mm
805 mm

SLUSH TRIPLE Allure

Bowl capacity

Weight
Width
Depth
Height

Defrost Mode
Cooling gas
Cooling power
Power

Current

Supply voltage
Optional voltage
Optional voltage

12L+12L+12L

Weight & Dimensions Machine

61,3 kg

590 mm
530 mm
770 mm

Technical Specification

Mechanic
R404A / R290
1400 W

990 W

3,84 A
220-240V 50 Hz
208-220V 60 Hz
115V 60 Hz

Package
64,8 kg

630 mm
530 mm
805 mm
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Electrical Diagrams

SLUSH MONO
] s1 m S1: MAIN SWITCH
P ol S o 4 $2: MIXER SWITCH
N $3: 3-CONTACT SWITCH
1 I S4: DEFROST SWITCH
TH S8
. 10602 T: THERMOSTAT
TH: COMPRESSOR THERMIC RELAY
I =4 M: COMPRESSOR
Mf: FAN MOTOR
Mf M| pgs Mk Mk: MIXER MOTOR
I 1 : SEL: SOLENOID VALVE
SLUSH TWIN
$1 Figure - 27 S1: MAIN SWITCH
] 3 ¥ g3
. A < o & $2: MIXER SWITCH
N— : ! 7 $3: 3-CONTACT SWITCH
:'m 5 | a5 4 S4: DEFROST SWITCH
: 10002 ' | 002 T: THERMOSTAT
L4 & TH: COMPRESSOR THERMIC RELAY
T 4 54 T 4 .54
it ? M: COMPRESSOR
-5 M I ke T ! Mf: FAN MOTOR
: 24 e o e 0% Mk: MIXER MOTOR
) - N : : SEL: SOLENOID VALVE
SLUSH TRIPLE
S1: MAIN SWITCH
Pl . y $2: MIXER SWITCH
et sz o\ s2 .\ sz ) $3:3-CONTACT SWITCH
' i
- . 1 % S4: DEFROST SWITCH
1 dm ST 2T 2 1y ,
10 2 2 1 o0 2 1 | g i 2 TTHERMOSTAT
T % Y r % o ¥ Ju TH: COMPRESSOR THERMIC RELAY
L] |'T [ ] M: COMPRESSOR
Mf M | o EeloE] Mlﬂ | & ekt Mk2 Hfl: SEL3 Mk3 Mf: FAN MOTOR
Tl T | I J Mk: MIXER MOTOR
Figure - 28 SEL: SOLENOID VALVE
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SLUSH MONO ALLURE
L —= |
230V 50HZ (60HZ) s2 s —
N——
S3
1| — 7 ,
-'TH sS4 230V~ i 230V - | o
3 1 | |':|. 02 sav N R
T Jss
Mf ( M..- =2 SEL Mk
I 1 I I
SLUSH TWIN ALLURE
23 . . .
230V S0HZ (BOHZ) s2 N\ g2 ) S8 g |
N— i [ i
1 53 83 O\
. “ I " .
T Y Jss
Mf [ Mk | o = Mk »
; I Lo
SLUSH TRIPLE ALLURE
ZHYY S0HZ ;M:Zn-h a2 E 52 } g2 ;.-
. Jm : e
T r 188 v ¥ Jss
Mf ;M Hz;- .sa Mk W;- e Mk ] Hr; ..em Mk

1

S1: MAIN SWITCH

S2: MIXER SWITCH

S3: MIXER SAFETY SWITCH
S4: 3-CONTACT SWITCH
S5: DEFROST SWITCH

S6: ILLUMINATION SWITCH
T:THERMOSTAT

TH: COMPRESSOR THERMIC RELAY
M: COMPRESSOR

Mf: FAN MOTOR

Mk: MIXER MOTOR

SEL: SOLENOID VALVE

S1: MAIN SWITCH

S2: MIXER SWITCH

S3: MIXER SAFETY SWITCH
S4:3-CONTACT SWITCH
S5: DEFROST SWITCH

S6: ILLUMINATION SWITCH
T: THERMOSTAT

TH: COMPRESSOR THERMIC RELAY
M: COMPRESSOR

Mf: FAN MOTOR

Mk: MIXER MOTOR

SEL: SOLENOID VALVE

S1: MAIN SWITCH

S2: MIXER SWITCH

S3: MIXER SAFETY SWITCH
S4: 3-CONTACT SWITCH
S5: DEFROST SWITCH

S6: ILLUMINATION SWITCH
T: THERMOSTAT

TH: COMPRESSOR THERMIC RELAY
M: COMPRESSOR

Mf: FAN MOTOR

Mk: MIXER MOTOR

SEL: SOLENOID VALVE
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Problem

- Solutiion Table

PROBLEM CAUSE SOLUTION
1. The dispenser may not be connected to the elect- . .
ricity. 1. Connect the dispenser to the electricity.
2. Wait for some a while,thermal will be activated.
The dispenser is 2.The thermal prote'ctor may be off. 3 Check the main fuse.
not working 3.The fuse may be disconnected. 2 Open the thermostats
4.Thermostats may be closed. -Op h itch h .
5.The switches may be on the off (0) position 5.Turn the switches t(_) t eon (!) position.
6. There may be a power shortage. 6. Contact your electricity provider.
1. The tap gasket might not be in place. 1. Check the gaskets it must be two pieces.
Thetap cons- | 2-The tap hose may be torn. ) 2. Replace the tap hose with a new one.
tantly drips 3.The tap piston might not be lubricated. 3. Lubricate the tap piston.
4.The body of the faucet may not fit properly. 4. Fit the tab of the faucet body in to the bowl.
5.The tap spring may have lost its hardness. 5. Replace the tap spring with a new one.
The beverage 1.The bowl is may not be installed properly 1. Make sure the hopper front tab goes in to the gro-
is flowing from | 2. The bowl and the gasket are may not lubricated| ove in the sub-plate
different points | with Vaseline. 2. Lubricate the bowl and the gasket.
of the machine. | 3.May the gasket is damaged 3. Replace the gasket with a new one.
White helix 1. Set the mixer switch to the “0” position 1. Set the mixer switch to the “I"position.
mixer does not | 2 1€ cooling plate is may covered with ice preven-| 2.Turn off the cooling and wait for the ice to melt. Add
turn ting the helix to turn. some sugar. Do not use hot water.
u 3. Bowl cover might be open. (in Allure models) 3. Place the bowl cover properly.
1.Ckeyis may in (1) position | 1.Change the C keys to the (Il) position
2. The dispenser may be too close to another device| - Change the dispenser place to the where there is
that generates heat. no heat.
3. f/?_"’_ C“'tCUIat'o“ around the dispenser may not be| 3 pake sure there is enough airflow by securing 15 cm
sufficient. - -
The dispenser e on each side of the dispenser
doespnot 4.May condenseris dirty. 4. Clean the condenser with a vacuum cleaner and
d it 5.The density may not be adjusted brush
roduce granita ; " :
P g 3 lB‘))‘Nl cover might not fit properly (for allure mo-| 5 Adjust the density setting towards the plus directi-
els).
on.
7. Although C switch is in “Il” position, if B switch is in| ¢ pake sure the bowl cover engages.
“0" position, it does not cool and slush. 7.Change B to ()
8.The auger gasket may be too tight 8. Loosen the auger gasket
White helix 1.The cooling plate is covered with ice preventing the| 1 Ty off the cooling and wait for the ice to melt. Add
mixer is making | helix to turn. some sugar. Do not use hot water.
excessive noise | 2.Screw mixer might be broken

when turning.

3. Screw mixer nut might not be lubricated.

2. Replace screw mixer with new one
3. Lubricate the screw mixer nut
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Ekler / Appendix samixir

icecek ekipmanlar: beverage equipment

UYGUNLUK BEYANI
DECLARATION OF CONFORMITY
Urin : KARLI MEYVE SUYU MAKINESI / SLUSH MACHINE
Product
Marka : SAMIXIR
Branding
Tip, Model : SLUSH12 - SLUSH24 — SLUSH36
Type, Model
AT Direktifleri : 2014/35/AB - 89/336/AT
Eu Directives
Normlar : TS EN 60335-1:2012, TS EN 60335-2-75:2007
Standards

Bu belge ile yukarida marka ve modeli belirtilen Grlnan, ilgili AT normlari dogrultusunda Belirli Gerilim
Sinirlari Dahilinde Kullanilmak Uzere hazirlanan Algak gerilim Direktifine (LVD) 2014/35/AB ve
Elektromanyetik Uyumluluk Yénetmeligi 89/336/AT uygunlugunun onaylandigini ve ilgili direktiflerde
belirtilen temel koruma hikimlerini sagladigini beyan ederiz.

We hereby declare that, above product meets the essential safety requirements specified in the related

regulation and its complience with EU directives 2014/35/EU (LVD) and electromagnetic compatibility
directive 89/336/AT are confirmed by the accredited corporation.

01.01.2018

Genel Midur / General Manager
Mehmet Ali KAKSI
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Yedek Parca Listesi / Spare part List

NO KOD/CODE PARCA ADI PART NAME
1 YM-0011  [SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L BOWL COVER TRANSPARENT
2 YM-0009  |SLUSH 12 L HAZNE SLUSH 12 L BOWL
3 YM-0389  [SLUSH MUSLUK TAKIMI SLUSH TAP SET
4 YM-0387  |SLUSH MUSLUK KOLU SLUSH TAP HANDLE
5 YM-0385  [SLUSH MUSLUK GOVDESI SLUSH TAP BODY
6 YM-0392  [SLUSH MUSLUK YAYI SLUSH TAP SPRING
7 YM-0390  [SLUSH MUSLUK PiISTONU SLUSH TAP PISTON
8 YM-0223  [SLUSH MUSLUK PISTON CONTASI O-RiNG SLUSH TAP PISTON GASKET O-RING
9 YM-0373  [SLUSH HELEZON SOMUNU SLUSH AUGER NUT
10 YM-0367  [SLUSH HELEZON SLUSH AUGER
11 YM-0488  [SLUSH HAZNE CONTASI SLUSH BOWL GASKET
12 YM-0467  [SLUSH HELEZON CONTASI SLUSH AUGER GASKET
13 YM-0720  [SLUSH TAS ON YATAK PLASTiGi TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET
14 YM-0492  [SLUSH SOGUTUCU TAS SLUSH COOLING PLATE
15 YM-0441  [SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING
16 YM-0552  [SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING
17 YM-0368  [SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET
18 YM-0362  [SLUSH ARKA TABLA SLUSH REAR TABLE
19 YM-0364  [SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER
20 YM-0490  [SLUSH GORSEL FiLM SLUSH VISUAL CARD
21 YM-0358  [SLUSH ALT TABLA SLUSH BOTTOM TABLE
22 YM-0408  |SLUSH SWITCH SLUSH SWITCH
23 YM-0057  |SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM
24 YM-0405  |SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING
25 YM-0402  [SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR
26 YM-0124  |SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIiRLIKTE) SLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 YM-0202  |ANALOG TERMOSTAT ANALOG THERMOSTAT
28 YM-0611  |SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)
29 YM-0909  [SELENOID GOVDE 1 GiRI$ 1 GIKIS SOLENOID BODY 1 INPUT 1 OUTPUT
30 YM-0019 |20 GR DRAYER 20 GR DRIER
31 YM-0903  |1/4 HP KOMPRESOR R290 1/4 HP COMPRESSOR R290
32 YM-0904  |1/4 HP KOMPRESOR R404 1/4 HP COMPRESSOR R404
33 YM-0825  [SLUSH MONO 38W KARE FAN SLUSH MONO 38W SQUARE FAN
34 YM-0635  [SLUSH MONO KONDENSER SLUSH MONO CONDENSER
35 YM-0794  [SLUSH MONO ON KAPAK SARI SLUSH MONO FRONT COVER YELLOW
36 YM-0798  [SLUSH MONO ON KAPAK SiYAH SLUSH MONO FRONT COVER BLACK
37 YM-0802  [SLUSH MONO ON KAPAK INOX SLUSH MONO FRONT COVER INOX
38 YM-0796  [SLUSH MONO SOL KAPAK SARI SLUSH MONO LEFT COVER YELLOW
39 YM-0800  [SLUSH MONO SOL KAPAK SiYAH SLUSH MONO LEFT COVER BLACK
40 YM-0804  [SLUSH MONO SOL KAPAK INOX SLUSH MONO LEFT COVER INOX
41 YM-0795  [SLUSH MONO SAG KAPAK SARI SLUSH MONO RIGHT COVER YELLOW
42 YM-0799  |SLUSH MONO SAG KAPAK SIYAH SLUSH MONO RIGHT COVER BLACK
43 YM-0803  [SLUSH MONO SAG KAPAK INOX SLUSH MONO RIGHT COVER INOX
44 YM-0797  |SLUSH MONO ARKA KAPAK SARI SLUSH MONO BACK COVER YELLOW
45 YM-0801  [SLUSH MONO ARKA KAPAK SIYAH SLUSH MONO BACK COVER BLACK
46 YM-0805  |SLUSH MONO ARKA KAPAK INOX SLUSH MONO BACK COVER INOX
47 YM-0702  |DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL
48 YM-0099  |MAKINE AYAGI MACHINE LEG
49 YM-0551  |1-0 GENi$ NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
50 YM-0736  |1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
51 YM-0624  |1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
52 YM-0143  |KABLO REKORU PG9 CABLE GLANDS PG9
53 YM-0523 FiSLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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Yedek Parca Listesi / Spare part List

NO  KOD/CODE PARGA ADI PART NAME

1 |ym-0011 [SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L BOWL COVER TRANSPARENT

2 [ym-0009 [sLusH 12 L HAZNE SLUSH 12 L BOWL

3 [vym-0389 [sLusH musLUK TAKIMI SLUSH TAP SET

4 |yM-0387 [SLUSH MUSLUK KOLU SLUSH TAP HANDLE

5  [vym-0385 [sLusH MUSLUK GOVDESI SLUSH TAP BODY

6  [YM-0392 [SLUSH MUSLUK YAYI SLUSH TAP SPRING

7 [ym-0390 [sLusH musLUK PisTONU SLUSH TAP PISTON

8  [YM-0223 [SLUSH MUSLUK PISTON CONTASI O-RING SLUSH TAP PISTON GASKET O-RING

9 |yM-0373 [SLUSH HELEZON SOMUNU SLUSH AUGER NUT

10 |YM-0367 [SLUSH HELEZON SLUSH AUGER

11 |YM-0488 [SLUSH HAZNE CONTASI SLUSH BOWL GASKET

12 |YM-0467 [SLUSH HELEZON CONTASI SLUSH AUGER GASKET

13 |YM-0720 [SLUSH TAS ON YATAK PLASTIGI TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET

14 |YM-0492 [SLUSH SOGUTUCU TAS SLUSH COOLING PLATE

15  |YM-0441 [SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING

16 [YM-0552 [SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING

17 |YM-0368 [SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET

18 [YM-0362 [SLUSH ARKA TABLA SLUSH REAR TABLE

19  |YM-0364 [SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER

20 [YM-0490 [SLUSH GORSEL FiLM SLUSH VISUAL CARD

21 [YM-0358 [SLUSH ALT TABLA SLUSH BOTTOM TABLE

22 [vym-0408 [sLusH swiTcH SLUSH SWITCH

23 [YM-0057 [SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM

24 [YM-0405 [SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING

25  [YM-0402 [SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR

26 |YM-0124 [SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIRLIKTE) SLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 [YM-0202 [ANALOG TERMOSTAT ANALOG THERMOSTAT

28 [YM-0611 [SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)

29  [YM-0909 [SELENOID GOVDE 1 GIRIS 1 GIKIS SOLENOID BODY 1 INPUT 1 OUTPUT

30 [YM-0893 [SLUSH MONO AYDINLATMA ADAPTORU 24V-0.5A SLUSH MONO LIGHTING ADAPTER 24V-0.5A
31 [ym-0819 [RGB LED SURUCUSU RGB LED DRIVER

32 [YM-0783 [SLUSH AYDINLATMA KAPAGI SEFFAF SLUSH ILLUMINATION BOX COVER TRANSPARENT
33 [YM-0784 [SLUSH AYDINLATMA GOVDESI SIYAH SLUSH ILLUMINATION BOX BODY BLACK

34 [ym-0820 [RGB LED MODUL RGB LED MODULE

35  [YM-0821 [SLUSH HAZNE KAPAGI GUVENLIK SWITCH SLUSH BOWL COVER SAFETY SWITCH

36 |YM-0822 [RGB LED MOD BUTONU RGB LED MODE BUTTON

37 [YM-0823 [SLUSH MONO ALLURE ON PANEL GRUBU SLUSH MONO ALLURE FRONT PANEL SET

38 [YM-0824 [SLUSH MONO OGN PANEL LED MODULU 24V SLUSH MONO FRONT PANEL LED MODULE 24V
39 [YM-0019 |20 GR DRAYER 20 GR DRIER
40 [YM-0903 [1/4 HP KOMPRESOR R290 1/4 HP COMPRESSOR R290
41 |YM-0904 |1/4 HP KOMPRESOR R404 1/4 HP COMPRESSOR R404
42 |YM-0825 [SLUSH MONO 38W KARE FAN SLUSH MONO 38W SQUARE FAN
43 |YM-0635 |[SLUSH MONO KONDENSER SLUSH MONO CONDENSER
44 |YM-0806 [SLUSH MONO ALLURE ON KAPAK SARI SLUSH MONO ALLURE FRONT COVER YELLOW
45  |YM-0807 |SLUSH MONO ALLURE ON KAPAK SIYAH SLUSH MONO ALLURE FRONT COVER BLACK
46 |YM-0808 [SLUSH MONO ALLURE ON KAPAK GRi SLUSH MONO ALLURE FRONT COVER GRAY
47 |YM-0827 [SLUSH MONO ALLURE SOL KAPAK SARI SLUSH MONO ALLURE LEFT COVER YELLOW
48 |YM-0828 [SLUSH MONO ALLURE SOL KAPAK SIYAH SLUSH MONO ALLURE LEFT COVER BLACK
49 |YM-0826 |SLUSH MONO ALLURE SOL KAPAK INOX SLUSH MONO ALLURE LEFT COVER INOX

50 [YM-0795 [SLUSH MONO SAG KAPAK SARI SLUSH MONO RIGHT COVER YELLOW

51 [YM-0799 [SLUSH MONO SAG KAPAK SiYAH SLUSH MONO RIGHT COVER BLACK

52 [YM-0803 [SLUSH MONO SAG KAPAK INOX SLUSH MONO RIGHT COVER INOX

53 [YM-0797 [SLUSH MONO ARKA KAPAK SARI SLUSH MONO BACK COVER YELLOW

54 [YM-0801 [SLUSH MONO ARKA KAPAK SiYAH SLUSH MONO BACK COVER BLACK

55  [YM-0805 [SLUSH MONO ARKA KAPAK INOX SLUSH MONO BACK COVER INOX

56  [YM-0702 |DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL

57 [YM-0099 [MAKINE AYAGI MACHINE LEG

58  [YM-0551 [1-0 GENiS NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
59  [YM-0736 [1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
60  [YM-0624 [1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
61  [YM-0143 [KABLO REKORU PG9 CABLE GLANDS PG9

62  [YM-0523 [FisLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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Yedek Parca Listesi / Spare part List

mixir

icecek ekipmanlart beverage equipment

NO KOD/CODE PARCA ADI PART NAME

1 YM-0011  |SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L BOWL COVER TRANSPARENT
2 YM-0009  |SLUSH 12 L HAZNE SLUSH 12 L BOWL

3 YM-0389  |SLUSH MUSLUK TAKIMI SLUSH TAP SET

4 YM-0387  |SLUSH MUSLUK KOLU SLUSH TAP HANDLE

5 YM-0385  |SLUSH MUSLUK GOVDESI SLUSH TAP BODY

6 YM-0392  |SLUSH MUSLUK YAYI SLUSH TAP SPRING

7 YM-0390  |SLUSH MUSLUK PISTONU SLUSH TAP PISTON

8 YM-0223  |SLUSH MUSLUK PiSTON CONTASI O-RING SLUSH TAP PISTON GASKET O-RING

9 YM-0373  |SLUSH HELEZON SOMUNU SLUSH AUGER NUT

10 YM-0367  |SLUSH HELEZON SLUSH AUGER

11 YM-0488  |SLUSH HAZNE CONTASI SLUSH BOWL GASKET

12 YM-0467  |SLUSH HELEZON CONTASI SLUSH AUGER GASKET

13 YM-0720  |SLUSH TAS ON YATAK PLASTIGi TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET
14 YM-0492  |SLUSH SOGUTUCU TAS SLUSH COOLING PLATE

15 YM-0441  |SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING

16 YM-0552  |SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING

17 YM-0368  |SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET

18 YM-0362  |SLUSH ARKA TABLA SLUSH REAR TABLE

19 YM-0364  |SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER

20 YM-0490  |SLUSH GORSEL FiLM SLUSH VISUAL CARD

21 YM-0358  |SLUSH ALT TABLA SLUSH BOTTOM TABLE

22 YM-0408  |SLUSH SWITCH SLUSH SWITCH

23 YM-0057  |SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM

24 YM-0405  |SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING

25 YM-0402  |SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR

26 YM-0124  [SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIRLINSLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 YM-0202  |ANALOG TERMOSTAT ANALOG THERMOSTAT

28 YM-0611  |SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)

29 YM-0349  [SELENOID GOVDE 1 GiRI$ 2 GIKIS SOLENOID BODY 1 INPUT 2 OUTPUT

30 YM-0056 |30 GR DRAYER 30 GR DRIER

31 YM-0781  |3/4 HP KOMPRESOR R290 3/4 HP COMPRESSOR R290

32 YM-0226  |3/4 HP KOMPRESOR R404 3/4 HP COMPRESSOR R404

33 YM-0046  |SLUSH 25 CM 34 DERECE KANAT SLUH 25 CM 34 DEGREE FAN BLADE

34 YM-0485  |16W FAN MOTORU 16W FAN MOTOR

35 YM-0379  |SLUSH TWIN/TRIPLE KONDENSER SLUSH TWIN/TRIPLE CONDENSER

36 YM-0568  |SLUSH TWIN ON KAPAK SARI SLUSH TWIN FRONT COVER YELLOW

37 YM-0785  |SLUSH TWIN ON KAPAK SiYAH SLUSH TWIN FRONT COVER BLACK

38 YM-0749  |SLUSH TWIN ON KAPAK INOX SLUSH TWIN FRONT COVER INOX

39 YM-0569  |SLUSH TWIN SOL KAPAK SARI SLUSH TWIN LEFT COVER YELLOW

40 YM-0752  |SLUSH TWIN SOL KAPAK SIYAH SLUSH TWIN LEFT COVER BLACK

41 YM-0788  |SLUSH TWIN SOL KAPAK INOX SLUSH TWIN LEFT COVER INOX

42 YM-0570  |SLUSH TWIN/TRIPLE SAG KAPAK SARI SLUSH TWIN/TRIPLE RIGHT COVER YELLOW
43 YM-0755  |SLUSH TWIN/TRIPLE SAG KAPAK SIYAH SLUSH TWIN/TRIPLE RIGHT COVER BLACK
44 YM-0787  |SLUSH TWIN/TRIPLE SAG KAPAK INOX SLUSH TWIN/TRIPLE RIGHT COVER INOX
45 YM-0571  [SLUSH TWIN ARKA KAPAK SARI SLUSH TWIN BACK COVER YELLOW

46 YM-0786  |SLUSH TWIN ARKA KAPAK SIYAH SLUSH TWIN BACK COVER BLACK

47 YM-0756  [SLUSH TWIN ARKA KAPAK INOX SLUSH TWIN BACK COVER INOX

48 YM-0111  [DAMLALIK TAKIM ESKi MODEL DRIP TRAY SET OLD MODEL

49 YM-0702  |DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL

50 YM-0099  [MAKINE AYAGI MACHINE LEG

51 YM-0360  |SLUSH TWIN ANAHTAR PANOSU SLUSH TWIN SWITCH PANEL

52 YM-0551  [1-0 GENiS NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
53 YM-0736  [1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
54 YM-0624  [1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
55 YM-0143  [KABLO REKORU PG9 CABLE GLANDS PG9

56 YM-0523  |FiSLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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Yedek Parca Listesi / Spare part List

NO  KOD/CODE PARCA ADI PART NAME
1 YM-0011  [SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L_BOWL COVER TRANSPARENT
2 YM-0009  [SLUSH 12 L HAZNE SLUSH 12 L BOWL
3 YM-0389  [SLUSH MUSLUK TAKIMI SLUSH TAP SET
4 YM-0387 _ [SLUSH MUSLUK KOLU SLUSH TAP HANDLE
5 YM-0385  [SLUSH MUSLUK GOVDESi SLUSH TAP BODY
6 YM-0392  [SLUSH MUSLUK YAYI SLUSH TAP SPRING
7 YM-0390 _ [SLUSH MUSLUK PISTONU SLUSH TAP PISTON
8 YM-0223  [SLUSH MUSLUK PISTON CONTASI O-RING SLUSH TAP PISTON GASKET O-RING
9 YM-0373  [SLUSH HELEZON SOMUNU SLUSH AUGER NUT
10 YM-0367  |[SLUSH HELEZON SLUSH AUGER
11 YM-0488  [SLUSH HAZNE CONTASI SLUSH BOWL GASKET
12 YM-0467  [SLUSH HELEZON CONTASI SLUSH AUGER GASKET
13 YM-0720  [SLUSH TAS ON YATAK PLASTIGi TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET
14 YM-0492  [SLUSH SOGUTUCU TAS SLUSH COOLING PLATE
15 YM-0441  [SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING
16 YM-0552  [SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING
17 YM-0368  [SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET
18 YM-0362  [SLUSH ARKA TABLA SLUSH REAR TABLE
19 YM-0364  [SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER
20 YM-0490  [SLUSH GORSEL FiLM SLUSH VISUAL CARD
21 YM-0358  [SLUSH ALT TABLA SLUSH BOTTOM TABLE
22 YM-0408  |SLUSH SWITCH SLUSH SWITCH
23 YM-0057  [SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM
24 YM-0405  |SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING
25 YM-0402  |SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR
26 YM-0124  |SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIRLIKTE) SLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 YM-0202  |ANALOG TERMOSTAT ANALOG THERMOSTAT
28 YM-0611  |SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)
29 YM-0349  |SELENOID GOVDE 1 GIRIS 2 GIKIS SOLENOID BODY 1 INPUT 2 OUTPUT
30 YM-0894 |SLUSH TWIN AYDINLATMA ADAPTORU 24V-0.67A SLUSH TWIN LIGHTING ADAPTER 24V-0.67A
31 YM-0819 [RGB LED SURUCUSU RGB LED DRIVER
32 YM-0783  |SLUSH AYDINLATMA KAPAGI SEFFAF SLUSH ILLUMINATION BOX COVER TRANSPARENT
33 YM-0784 _ |SLUSH AYDINLATMA GOVDESi SiYAH SLUSH ILLUMINATION BOX BODY BLACK
34 YM-0820 [RGB LED MODUL RGB LED MODULE
35 YM-0821  |SLUSH HAZNE KAPAGI GUVENLIK SWITCH SLUSH BOWL COVER SAFETY SWITCH
36 YM-0822 [RGB LED MOD BUTONU RGB LED MODE BUTTON
37 YM-0832  |SLUSH TWIN ALLURE ON PANEL GRUBU SLUSH TWIN ALLURE FRONT PANEL SET
38 YM-0891  |SLUSH TWIN ON PANEL LED MODULU 24V SLUSH TWIN FRONT PANEL LED MODULE 24V
39 YM-0056 |30 GR DRAYER 30 GR DRIER
40 YM-0781  [3/4 HP KOMPRESOR R290 3/4 HP COMPRESSOR R290
41 YM-0226  |3/4 HP KOMPRESOR R404 3/4 HP COMPRESSOR R404
42 YM-0046  |SLUSH 25 CM 34 DERECE KANAT SLUH 25 CM 34 DEGREE FAN BLADE
43 YM-0485  |16W FAN MOTORU 16W FAN MOTOR
44 YM-0379  |SLUSH TWIN/TRIPLE KONDENSER SLUSH TWIN/TRIPLE CONDENSER
45 YM-0809  |SLUSH TWIN ALLURE ON KAPAK SARI SLUSH TWIN ALLURE FRONT COVER YELLOW
46 YM-0810  |SLUSH TWIN ALLURE ON KAPAK SIYAH SLUSH TWIN ALLURE FRONT COVER BLACK
47 YM-0811  |SLUSH TWIN ALLURE ON KAPAK GRi SLUSH TWIN ALLURE FRONT COVER GRAY
48 YM-0834  |SLUSH TWIN SOL KAPAK SARI SLUSH TWIN ALLURE LEFT COVER YELLOW
49 YM-0835  [SLUSH TWIN SOL KAPAK SIYAH SLUSH TWIN ALLURE LEFT COVER BLACK
50 YM-0833  |SLUSH TWIN SOL KAPAK INOX SLUSH TWIN ALLURE LEFT COVER INOX
51 YM-0570  |SLUSH TWIN/TRIPLE SAG KAPAK SARI SLUSH TWIN/TRIPLE RIGHT COVER YELLOW
52 YM-0755  [SLUSH TWIN/TRIPLE SAG KAPAK SiYAH SLUSH TWIN/TRIPLE RIGHT COVER BLACK
53 YM-0787  |SLUSH TWIN/TRIPLE SAG KAPAK INOX SLUSH TWINTRIPLE RIGHT COVER INOX
54 YM-0571  |SLUSH TWIN ARKA KAPAK SARI SLUSH TWIN BACK COVER YELLOW
55 YM-0786  |SLUSH TWIN ARKA KAPAK SiYAH SLUSH TWIN BACK COVER BLACK
56 YM-0756  |SLUSH TWIN ARKA KAPAK INOX SLUSH TWIN BACK COVER INOX
57 YM-0111  |DAMLALIK TAKIM ESKi MODEL DRIP TRAY SET OLD MODEL
58 YM-0702 | DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL
59 YM-0099  |MAKINE AYAGI MACHINE LEG
60 YM-0360  |SLUSH TWIN ANAHTAR PANOSU SLUSH TWIN SWITCH PANEL
61 YM-0551  |1-0 GENi$ NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
62 YM-0736  |1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
63 YM-0624  |1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
64 YM-0143  |KABLO REKORU PG9 CABLE GLANDS PG9
65 YM-0523 [FiSLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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Yedek Parca Listesi / Spare part List samixir

NO KOD/CODE PARGA ADI PART NAME
1 |ym-0011 SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L BOWL COVER TRANSPARENT

2 |YM-0009 SLUSH 12 L HAZNE SLUSH 12 L BOWL

3 |YM-0389 SLUSH MUSLUK TAKIMI SLUSH TAP SET

4 |YmM-0387 SLUSH MUSLUK KOLU SLUSH TAP HANDLE

5 |YM-0385 SLUSH MUSLUK GOVDESI SLUSH TAP BODY

6 |YM-0392 SLUSH MUSLUK YAY| SLUSH TAP SPRING

7 |YM-0390 SLUSH TAP PISTON

8 [Ym-0223 SLUSH MUSLUK PISTON CONTASI O-RiNG SLUSH TAP PISTON GASKET O-RING

9 |Ym-0373 SLUSH HELEZON SOMUNU SLUSH AUGER NUT

10 |YM-0367 SLUSH HELEZON SLUSH AUGER

11 |YM-0488 SLUSH HAZNE CONTASI SLUSH BOWL GASKET

12 |YM-0467 SLUSH HELEZON CONTASI SLUSH AUGER GASKET

13 [YM-0720 SLUSH TAS ON YATAK PLASTIGi TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET
14 |YM-0492 SLUSH SOGUTUCU TAS SLUSH COOLING PLATE

15 |YM-0441 SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING

16 |YM-0552 SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING

17 |YM-0368 SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET

18 |YM-0362 SLUSH ARKA TABLA SLUSH REAR TABLE

19 |YM-0364 SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER

20 |YM-0490 SLUSH GORSEL FiLM SLUSH VISUAL CARD

21 |YM-0358 SLUSH ALT TABLA SLUSH BOTTOM TABLE

22 |YM-0408 SLUSH SWITCH SLUSH SWITCH

23 |YM-0057 SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM

24 |YM-0405 SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING

25 |YM-0402 SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR

26 |YM-0124 SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIiRLIKTE) [SLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 |YM-0202 ANALOG TERMOSTAT ANALOG THERMOSTAT

28 |YM-0611 SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)

29 |YM-0544 SELENOID GOVDE 1 GIRIS 3 GIKIS SOLENOID BODY 1 INPUT 3 OUTPUT

30 |YM-0056 30 GR DRAYER 30 GR DRIER

31 |YM-0905 1 HP KOMPRESOR R290 1 HP COMPRESSOR R290

32 |YM-0612 1 HP KOMPRESOR R404 1 HP COMPRESSOR R404

33 |YM-0046 SLUSH 25 CM 34 DERECE KANAT SLUH 25 CM 34 DEGREE FAN BLADE

34 |YM-0485 16W FAN MOTORU 16W FAN MOTOR

35 |YM-0379 SLUSH TWIN/TRIPLE KONDENSER SLUSH TWIN/TRIPLE CONDENSER

36 |YM-0750 SLUSH TRIPLE ON KAPAK SARI SLUSH TRIPLE FRONT COVER YELLOW

37 |YmM-0789 SLUSH TRIPLE ON KAPAK SiYAH SLUSH TRIPLE FRONT COVER BLACK

38 |Ym-0751 SLUSH TRIPLE ON KAPAK INOX SLUSH TRIPLE FRONT COVER INOX

39 |YM-0753 SLUSH TRIPLE SOL KAPAK SARI SLUSH TRIPLE LEFT COVER YELLOW

40 [Ym-0754 SLUSH TRIPLE SOL KAPAK SiYAH SLUSH TRIPLE LEFT COVER BLACK

41 [Ym-0792 SLUSH TRIPLE SOL KAPAK INOX SLUSH TRIPLE LEFT COVER INOX

42 |ym-0570 SLUSH TWIN/TRIPLE SAG KAPAK SARI SLUSH TWIN/TRIPLE RIGHT COVER YELLOW
43 |YM-0755 SLUSH TWIN/TRIPLE SAG KAPAK SIYAH SLUSH TWIN/TRIPLE RIGHT COVER BLACK
44 |ym-0787 SLUSH TWIN/TRIPLE SAG KAPAK INOX SLUSH TWIN/TRIPLE RIGHT COVER INOX

45 [Ym-0757 SLUSH TRIPLE ARKA KAPAK SARI SLUSH TRIPLE BACK COVER YELLOW

46 [Ym-0790 SLUSH TRIPLE ARKA KAPAK SIYAH SLUSH TRIPLE BACK COVER BLACK

47 [YmM-0758 SLUSH TRIPLE ARKA KAPAK INOX SLUSH TRIPLE BACK COVER INOX

48 |YM-0702 DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL

49 [YM-0099 MAKINE AYAGI MACHINE LEG

50 |YM-0551 1-0 GENiS NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
51 |YmM-0736 1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
52 |YM-0624 1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
53 |YM-0143 KABLO REKORU PG9 CABLE GLANDS PG9

54 |YM-0523 FiSLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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Yedek Parca Listesi / Spare part List

NO  KOD/CODE PARCA ADI PART NAME
1 YM-0011  [SLUSH 12 L HAZNE KAPAGI SEFFAF SLUSH 12 L BOWL COVER TRANSPARENT
2 YM-0009  |SLUSH 12 L HAZNE SLUSH 12 L BOWL
3 YM-0389  |SLUSH MUSLUK TAKIMI SLUSH TAP SET
4 YM-0387  |SLUSH MUSLUK KOLU SLUSH TAP HANDLE
5 YM-0385  [SLUSH MUSLUK GOVDESI SLUSH TAP BODY
6 YM-0392  |SLUSH MUSLUK YAYI SLUSH TAP SPRING
7 YM-0390  |SLUSH MUSLUK PISTONU SLUSH TAP PISTON
8 YM-0223  |SLUSH MUSLUK PISTON CONTASI O-RING SLUSH TAP PISTON GASKET O-RING
9 YM-0373  |SLUSH HELEZON SOMUN SLUSH AUGER NUT
10 YM-0367  |SLUSH HELEZON SLUSH AUGER
11 YM-0488  |SLUSH HAZNE CONTASI SLUSH BOWL GASKET
12 YM-0467  |SLUSH HELEZON CONTASI SLUSH AUGER GASKET
13 YM-0720  [SLUSH TAS ON YATAK PLASTiGi TAKIM SLUSH COOLING PLATE FRONT SLEEVE SET
14 YM-0492  |SLUSH SOGUTUCU TAS SLUSH COOLING PLATE
15 YM-0441  |SLUSH TERMOSTAT PROB YUVASI SLUSH THERMOSTAT PROBE HOUSING
16 YM-0552  |SLUSH SINTER BURG SAPKALI SLUSH SINTER BUSHING
17 YM-0368  [SLUSH HELEZON AKTARMA MiLi TAKIM SLUSH AUGER SHAFT SET
18 YM-0362  |SLUSH ARKA TABLA SLUSH REAR TABLE
19 YM-0364  |SLUSH ARKA TABLA KAPAGI SLUSH REAR TABLE COVER
20 YM-0490  |SLUSH GORSEL FiLM SLUSH VISUAL CARD
21 YM-0358  [SLUSH ALT TABLA SLUSH BOTTOM TABLE
22 YM-0408  |SLUSH SWITCH SLUSH SWITCH
23 YM-0057  |SLUSH KARISTIRICI MOTOR 33RPM SLUSH MIXER MOTOR 33RPM
24 YM-0405  |SLUSH YOGUNLUK AYAR YAYI SLUSH DENSITY ADJUSTMENT SPRING
25 YM-0402  |SLUSH YOGUNLUK AYAR GOSTERGESI SLUSH DENSITY INDICATOR
26 YM-0124  |SLUSH YOGUNLUK AYAR PiMi (SOMUNLA BIRLIKTE)  [SLUSH DENSITY ADJUSTMENT PIN (WITH NUT)
27 YM-0202  |ANALOG TERMOSTAT ANALOG THERMOSTAT
28 YM-0611  |SELENOID BOBINi (1 ADET) SOLENOID COIL (1 PCS)
29 YM-0544  |SELENOID GOVDE 1 GiRi$ 3 GIKIS SOLENOID BODY 1 INPUT 3 OUTPUT
30 YM-0895  |SLUSH TRIPLE AYDINLATMA ADAPTORU 24V/1.05A  [SLUSH TRIPLE LIGHTING ADAPTER 24V/1.05A
31 YM-0819 [RGB LED SURUCUSU RGB LED DRIVER
32 YM-0783  |SLUSH AYDINLATMA KAPAGI SEFFAF SLUSH ILLUMINATION BOX COVER TRANSPARENT
33 YM-0784  |SLUSH AYDINLATMA GOVDESI SIYAH SLUSH ILLUMINATION BOX BODY BLACK
34 YM-0820  |RGB LED MODUL RGB LED MODULE
35 YM-0821  [SLUSH HAZNE KAPAGI GUVENLIK SWITCH SLUSH BOWL COVER SAFETY SWITCH
36 YM-0822  |RGB LED MOD BUTONU RGB LED MODE BUTTON
37 YM-0842  |SLUSH TRIPLE ALLURE ON PANEL GRUBU SLUSH 12 ALLURE FRONT PANEL SET
38 YM-0892  |SLUSH TRIPLE ON PANEL LED MODULU 24V SLUSH TRIPLE FRONT PANEL LED MODULE 24V
39 YM-0056 |30 GR DRAYER 30 GR DRIER
40 YM-0905 |1 HP KOMPRESOR R290 1 HP COMPRESSOR R290
41 YM-0612 |1 HP KOMPRESOR R404 1 HP COMPRESSOR R404
42 YM-0046  |SLUSH 25 CM 34 DERECE KANAT SLUH 25 CM 34 DEGREE FAN BLADE
43 YM-0485  |16W FAN MOTORU 16W FAN MOTOR
44 YM-0379  [SLUSH TWIN/TRIPLE KONDENSER SLUSH TWIN/TRIPLE CONDENSER
45 YM-0812  |SLUSH TRIPLE ALLURE ON KAPAK SARI SLUSH TRIPLE ALLURE FRONT COVER YELLOW
46 YM-0813  |SLUSH TRIPLE ALLURE ON KAPAK SIYAH SLUSH TRIPLE ALLURE FRONT COVER BLACK
47 YM-0814  |SLUSH TRIPLE ON KAPAK ALLURE GRi SLUSH TRIPLE ALLURE FRONT COVER GRAY
48 YM-0753  |SLUSH TRIPLE SOL KAPAK SARI SLUSH TRIPLE LEFT COVER YELLOW
49 YM-0754  |SLUSH TRIPLE SOL KAPAK SIYAH SLUSH TRIPLE LEFT COVER BLACK
50 YM-0792  |SLUSH TRIPLE SOL KAPAK INOX SLUSH TRIPLE LEFT COVER INOX
51 YM-0570  |SLUSH TWIN/TRIPLE SAG KAPAK SARI SLUSH TWIN/TRIPLE RIGHT COVER YELLOW
52 YM-0755  |SLUSH TWIN/TRIPLE SAG KAPAK SIYAH SLUSH TWIN/TRIPLE RIGHT COVER BLACK
53 YM-0787  |SLUSH TWIN/TRIPLE SAG KAPAK INOX SLUSH TWIN/TRIPLE RIGHT COVER INOX
54 YM-0757  |SLUSH TRIPLE ARKA KAPAK SARI SLUSH TRIPLE BACK COVER YELLOW
55 YM-0790  [SLUSH TRIPLE ARKA KAPAK SIYAH SLUSH TRIPLE BACK COVER BLACK
56 YM-0758  |SLUSH TRIPLE ARKA KAPAK INOX SLUSH TRIPLE BACK COVER INOX
57 YM-0702  |DAMLALIK TAKIM YENi MODEL DRIP TRAY SET NEW MODEL
58 YM-0099  |MAKINE AYAGI MACHINE LEG
59 YM-0551  [1-0 GENiS NOKTA ISIKLI ANAHTAR (KILIFLI) 1-0 WIDE ILLUMINATED SWITCH (WITH COVER)
60 YM-0736  |1-0-2 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0-2 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
61 YM-0624  |1-0 TEKLI ISIKSIZ ANAHTAR (KILIFLI) 1-0 SINGLE NON-ILLUMINATED SWITCH (WITH COVER)
62 YM-0143  |KABLO REKORU PG9Y CABLE GLANDS PG9
63 YM-0523  [FiSLi KABLO 3X1,5 MM 2 M PLUG CABLE 3X1,5 MM 2 M
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.
Garanti Sartlan

- Uzerinde satis tarihi, fabrika ve satici firma onayi olmayan belgeler gecersizdir.

« Garanti stresi 2 (iki) yildir. Azami tamir siiresi 30 (otuz) is giintidar.

- Cihaz; montaj, kullanim, bakim kilavuzunda aciklandigi sekilde monte edilip
kullaniimasi kaydi ile makinenin ¢alisan motor aksami garanti dahilindedir.

- Garanti kapsamina giren arizalarin tayini, giderilme sekli ve yerinin belirlenmesi firmamiza
aittir.

- Hazne icindeki karistirma ve fiskiye aparati kullanima dayali zamanla asinabilir parcalar
oldugu icin garanti kapsaminda degildir.

« Verilen garanti, montaj, kullanim ve bakim kilavuzuna ve garanti sartlarina uyulmasi halinde
yalnizca garanti edilen cihaza ait olup, bunun disinda herhangi bir ad altinda hak veya
tazminat talep edilemez.

- Garanti belgesindeki veya garanti edilen cihaz tizerindeki cihazin cinsi, modeli ve seri
numaralarini gosteren bilgiler Gizerinde kazinti, silinti veya degisiklik yapildigi taktirde
garanti ortadan kalkar.

« Garanti yalniz gecerli streler icerisinde olusabilecek malzeme ve iscilik kusurlari ile ilgili
arizalara karsi bakim ve onarim icerir. Garanti kapsamindaki ariza ve parcalar bedelsiz,
onarilir ve degistirilir.

- Cihaz lzerinde ve kullanma kilavuzunda yazili voltajdan farkl bir voltajla ¢calistirlmasindan,
kilavuzun montajla ilgili hususlarina uygun olmayan, ézellikle elektrik tesisatinin
cekilmesinden kaynaklanan arizalarda garanti disi islem uygulanir.

+ Kullanim sirasinda herhangi bir ariza olusmasi durumunda kilavuzun olusabilecek arizalar
ve giderilme yollari bahsinde bildirilen hususlara uygun hareket edilmelidir. Midahale
edilebilecek ariza olarak tarif edilmis arizalar, servise haber verilmeden agiklandigi sekilde
giderilmelidir, aksi taktirde bu tir arizalarin giderilmesi icin servis cagirildiysa verilen hizmet
Ucrete tabi olur. Miidahaleye ragmen arizanin devam etmesi veya kullanicinin miidahalesini
ongdrmeyip servisi gerektiren ariza olusmasi durumunda servise haber verilmelidir. Bu
durumda olusan arizanin garanti kapsami icinde veya digsinda olusuna gore islem yapilr.

« Firmamizin sorumlulugu disindaki ylikleme, bosaltma ve sevkiyat islemi sirasinda olusacak
hasar ve arizalarin giderilmesi, garanti disi islem gorir. Ayni sekilde cihazin kullanimi
sirasinda harici faktorlere verilecek hasar ve arizalarin giderilmesi garanti disidir.

- Garanti kapsami siiresince arizalara yalniz firmamizin yetkili kildigi servis elemanlar
mudahale edebilir. Yetkisiz kisilerin miidahalesi cihazi garanti disi birakir.

« Anlasmazlik durumunda istanbul Mahkemeleri yetkilidir.

« Fatura tarihi ve numarasi belirtiimeyen garanti belgeleri gecersiz sayilir. Saticinizi uyariniz.
Garanti Belgesinin kaybolmasi durumunda faturaniz garanti belgesi yerine gecer.

Bu belgenin kullanilmasina; 4077 sayili Tuiketicinin Korunmasi Hakkinda Kanun ve bu Kanuna
dayanilarak yurirlige konulan Garanti Belgesi Uygulama Esaslarina Dair Yonetmelik uyarinca,
T.C. Sanayi ve Ticaret Bakanh@i Tiiketicinin ce Rekabetin Korunmasi Genel Midurlagua
tarafindan izin verilmistir.

Sanayi ve Ticaret Bakanhigi'nin 96325 sayili ve 17.01.2011 tarihli belgesine gére diizenlenmistir.
- Valid only for the Turkish market.
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GARANTI BELGESI

SLUSH TWIN ALLURE

SLUSH TWIN

SLUSH MONO ALLURE

SLUSH MONO
SLUSH TRIPLE ALLURE

SLUSH TRIPLE
ISIM - IMZA herhangi birinin eksik olmasi durumunda Garanti Belgesi gecersizdir

KASE - TARIH -

www.samixir.com

LUTFEN MAKINENiN KOLiSiNi SAKLAYINIZ !

m>z TEKNIK Mutfak Ekipmanlart San. ve Tic. Ltd. Sti
Adnan Kahveci Mah. BlyUkdere Cad. Sirin Sanayi Sit. B Blok No: 22/N Beylikduzu/Istanbul/TURKIYE
Telefon: + 90 (212) 256 0424 / Email: info@samixir.com / www.samixir.com
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